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Monarch Series - ICC 
Internal Cam Cleat - Rope Halyard 

The Monarch Series from Concord American 
Flagpole offers commercial-grade flagpoles with 
the security of an Internal Rope Halyard and Cam 
Cleat system. Ranging in heights from 20' to 40', the 
concealed halyard and lockable flush mount hinged 
door delivers project owners the peace of mind 
provided with 24-7 security.   
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Flush Mount 
Hinged 
Door with 
Compression 
Lock and 
Cam Cleat

Gold Anodized 
Aluminum Ball
Patent #7334535
See Page 58

Rope Assembly -  
5/16" Polyester #10

Ground Sleeve Assembly  
with Lighting Spike

Spun Aluminum 
FC-11 Flash Collar

Butt Diameter

Standard Specifications
• Patented, Heavy-Duty Gold Anodized Aluminum Ball
•  Cast Aluminum Revolving Truck with SEALED Stainless 

Steel Bearing Assemblies, Aluminum Spindle, Cast 
Brass Exit Bushing and Removable Hood

• Complete Internal Halyard Assembly  
 - Rope Halyard – 5/16" #10 Polyester
 - Two (2) Stainless Steel Swivel Flagsnaps 
 -  Two (2) Neoprene Flagsnap Covers 
• Cam Cleat  
•  Flush Mount Access Door with Lock and Keys 
• Spun Aluminum FC-11 Flash Collar 
•  Galvanized 16-Gauge Corrugated Steel Ground Sleeve 

with Steel Grounding Spike

stanDarD Flagpole accessories - 5" to 8" Butt DiaMeters

Flush Mount Hinged Door Design
Monarch Flagpoles unite the simplicity of efficient 
engineering with the aesthetics of a precision cut, 
rectangular flush mount 
door design, providing an 
internal halyard Cam Cleat 
system that is ideal for low 
to moderate wind speed 
areas. .

Two (2) Stainless Steel Swivel Flagsnaps with 
Neoprene Flagsnap Covers, Retainer Ring 
Assembly and Counterweight Patent #D594,380
See Page 75

Internal Revolving 
Truck - SEALED Bearing 
Assemblies




